
SweetSpot Plus

ku
ie

tl
y.

sw
ee

ts
p

ot
p

lu
s_

v3

w
w

w
.K

u
ie

tl
y.

co
m Technical File



Dimensions
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Width: 2002mm    Depth: 1255mm    Height: 2115mm
SweetSpot Plus
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Tech specs
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Lighting
Long-life energy efficient LED lighting.
4000 K | 960 Lumens

Usage and Outputs
Power consumption 10 W
Outlets 1x USB- A, 1x USB-C, 1x Schuko

Kuietly Does It
ISO 23351-1 | Class B | DS,A = 27,6 (dB)

Interior Acoustics
Carefully designed with 
recycled felt absorption.

Cosy Seating for Four
Perfect for face-to-face meetings and 
collaborative discussions.

Ample Desk Space 
More room for productivity and 
creativity.

Optimised Ventilation
Twin ultra-quiet fans.
24 ACH | 7 l/s | 15 CFM
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Full-View Window
Welcoming natural light and 
creating an open, airy feel.
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Air Renewal System
The Sweetspot One is equipped with a forced air extraction 
system designed to ensure continuous air renewal, 
maintaining a fresh and safe environment during use.

• Active air extraction: Two extractor fans mounted externally 
draw air out of the cabin, creating a slight negative pressure 
inside. (detail B)

• Passive air intake: As air is extracted, fresh air is naturally 
drawn in through ventilation slots located at the base of the 
rear wall. This ensures that the air entering the cabin is always 
fresh and sourced directly from the external environment. 
(detail A)

• Low-noise airflow routing: The air channels are integrated 
within the walls and designed with acoustic baffles and 
dampened sections to reduce noise while maintaining 
effective ventilation.

Best Practices

detail C)

detail B)

detail A)

Air flow direction

• Place the pod in a suitable environment
Install the pod in a space with controlled temperature and 
clean air.
The system only renews air, it does not cool or filter it.
If the room is hot or stuffy, the air inside the pod will be too.

• Keep air inlets clear
Do not block the lower ventilation slots. Air must flow freely 
into the pod. Ensure fan outlets are unobstructed.

• Use both fans
On hot days or when faster airflow is required, switch both fans 
on.
This increases the air renewal rate. Both control buttons must 
be switched on. (detail C)
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Finishes

Birch
Wood

Black
Door Vinyl

White
Door Vinyl

Light Grey
PET Interior Finish
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Composition  

  

  Birch Plywood
FSC certified
PEFC certified
Harvestered under EU timber regulations

  

      Composition  100% PET
Thickness 9mm  

 EN 13501 B-s2,d0
 Class B 

Flame Retardancy
Acoustic Absorption Coefficient
STANDARD 100 by OEKO-TEX®


