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Overview
Environmentally Friendly
Recycled PET core.

01

Cowork, Kuietly
Targeted on improving
speech intelligibility.

03

Quality Finish
Premium wood finishes.
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Easy Install
Easily glue,screw or
nail to walls.
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Inside the box Necessary tools

GlueArt
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Adhesive Installation01

GlueArt

Kuietly _ AG _ Siena K _ v2

In case of screw and/or batten installation of Siena K, go to pages n. 5-8

The use of adhesive by itself is advised only for installations on walls

i

i

When installing Siena K on the ceiling,
the use of battens along with adhesive and screws is mandatory.ii
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01 ScrewInstallationCutting the panel
Cutting vertically Cutting horizontally

Reinforce cut PET with staples or screws
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Batten Installation01

Batten thickness 30mm
Recommended batten size: 2x2”

Batten thickness 45mm
Recommended batten size: 2x3”

PET 30mmBatten >30mm

Batten >45mm PET 45mm
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Last batten aligned to the end of the panel
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Siena K24
Batten Installation01
Siena K27

Batten thickness 30mm
Recommended size: 2x2”

Batten thickness 45mm
Recommended size: 2x3”

PET 30mmBatten >30mm

Batten >45mm PET 45mm

Last batten aligned to the end of the panel
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Batten Installation Batten Installation02
Optional: If not installing wall-to-wall,
place finish batten along the sides of the array

Batten Installation03
Place the acoustic material between battens. 
PET can be cut to fit with a sharp X-acto blade.

04



Enjoy your new space!

www.kuietly.com

FOLLOW US


